
Capacity .............................................................. 2,035 gallons 

Dimensions, overall length .................................................... 21’ 50" 

bed length . ......................................................... 192" 

bed width .......................................................... 85 ½" 

Underclearance .................................................................. 14” at axle 

Weight, empty .......................................................... 5,450 lbs 

loaded ........................................................ 21,750 lbs 

GVWR .................................................................. 24,000 lbs 

Axle tandem ....................................................... 12,000 lbs 

Brakes ................................................... electric on both axles 

Wheels ..................................................................... dual rims 

Tires ............................................... 7:50 x 16” (10 ply rating) 

Jackstand two .......................................... 12,000 lb drop leg style 

Main frame ....................................... 12” x 14 lb, I beams 

Lights .............................................................. DOT approved 

Hitch coupler ....................................... adjustable lunette eye coupler 

Paint .................................................................. black frame 

Tank Polyethylene 3/8” thick 

Elliptical, low profile design 

Repairable if damaged 

Baffles molded into sides of tank 

Pump / engine Multiquip QP2H (centrifugal 50 psi, gpm 150) 

4.0 hp Honda engine with low oil alert “shut down” 

Plumbing 

System 

All steel manifold 

Five brass control valves to control functions 

2” steel pipe with dual rear spray heads 

Canal fill /drafting is a standard feature 

1½” or 2” fire hose hookups 

Faucet for 5/8” hose 



Cox heavy duty hose reel 

Complete with 100’ of 1” ID red rubber hose 

 


